Packing Content & lech Specifications

1. Security Fog Generator/ 1 PC

2. Power Adapter
3. User's Manual

4. Remote control

1PC
1PC

5. Supported Bracket 1 PC
6. Tools & screws 1RC
7. Remorie Plug 1P

1 PC (only for JTZ-50C/JTZ-501PRC)

Application

Security fog generator immediately stops burglars in the tracks
by ejecting vast, dense, and visually impenetrable white
fog virtually filling the entire room in 1 seced making it
virtually impossible for intruders to continue. Ideal for protfor
protecting valuables such as Banks ATM Room, Communication
Base Stations, Warehouss, Retail Stores, Shopping Malls,
Museums, Libraries, Homes or wherever security devices are
used. As an added level of security, the Security Fog
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Supported Bracket Fixed Interface

‘ A Please do not touch the physical casing after fogging in case of
| severe burn.

Lo freg Fofmuls S0t iR (ot based) Generator will sound an alarm when intruders’ break inturted
copadly SN [Hevke Se 2130 the Panic Button NA switch connected external control locals
|Remote Control | Becurity Distance On JTZ-SMRCUTZ-S01PRC) like-home security system.

Remote Distance 50 Meter (open area)
Fog Seetealines {00 bmam, JTZ-501FRCUTZ-501PRC) = v

Control _ Supported Bracketinterface: Supported EETAEC Model No & Descriptions
Instaliation Plug: 8éttace aload, 31U
Powser z5M MODEL NO. | PROTECTAREA | FUNCTIONTRIGGER

, Power Cable Length |25 M (Cube meters)

Installation -

Woriing Temperature | 10C-507C JTZ-501 <50m? Can only be use Panic Button
Wades ite Onmpoanr | 201C. +50% 5
Alarm, Approx 22 SectFiing JTZ-501P <100m On-Off Switch to trigger the fog

Willoes Loud & High Pitch | 11/2) Maries JTZ-501RC <50m?3 Can use the Panic Button/

Heszat Servees Meres - On-Off Switch and the Remote-
s Hahcaton Pass EEJRODES, touafplused) Miareiiact JTZ-501PRC <100m Control to trigger ejection of fog

Qualification

Pasen Supporito | Srecieet Insteabias Inteosure

FUNCTION: Trigger the device to drive away the intruders by switch

eiection mode(JTZ-501RCIJTZ-S01PRC, has 180 SECS D-
(Ar preoreemon, after switching on).

Trigger method:

1. Connect Panic Button as NA switch, on/off switch:

2. Panic Button: Press the Panic Button to fog.

3. Connect Panic Button NC/MNA, connect wire your natNA/NC to Panic
button portu/oal NC to Panic button port!

4. Connect On-Off switch ports which can be NAINC, for example;
Security alarm sysikm wilh nexited.

5. Panic Butten is supported as NC/NO fo: the model JTZ-S01, JTZ-
SO1RCUTZ-501PRC.

5. If the alarm host has the 12V cuparout, tvide, the 12V Reisy to

change fhe emonerior sigm to switch signal and trigger
our device with INA/NC output.

1.JTZ-501RC/JTZ-501PRC) Can be activted by Romote Control
(Range about-50 meters) and  press the button on time to

the fog:)
WIRING DIAGRAM
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(Nenc : Dotam aror For Gy JTZ-S0RCUTZ-501PRC)

Before Replace The Fog Container Test

Test Tools: Multimeter

1. Unplug the power adapter, take ofif the fog container, and pull out the
power ldog from the terminal biock.

2. Fut the Multimeter onfio DC 12V/scale, Alease adjust the Multimeter
are o or ence of apvred/stieiifs 3C 22V.deotar etrwithend the
meximers of 260, learn the vetiagg test for otheriy. 3.

3. Trigger the Panic Button/Auto starifAPF, the Multimeter dial points
12V TEOT thisthed.

Nottes: It's normal to-do-not press the button to measure after no 12V,
thatin arong.

| (Physical craes —
P

Fog contaimer

2P Terminal Biock Gertaiss

Notes: i's normal to stonal press the button to measure after no 12V, thin is wirong.



